Part No. 901012

IZE LED OG REX
DRIVING LIGHT

155 mm

""“iﬂulll)!llll ,
g i ””'“:‘ lﬂ.[ m'.'”:”u

e
Jumll“‘ paan (i
L ||‘||||“.|”J:""“'"

lllllll|4
bhoiin T “::.lu.m R e
e

....uuun

Li/ & :il}" I ‘““ ‘\ { !;
(L TN
mnfi

i \ [
Y (},it‘ \\ i;lh” E

i

Ry

IZE LED OG REX DRIVING LIGHT ]
WARM WHITE / AMBER POS. | 2.5M CABLE e
This versatile, good-looking, and customizable driving light has XPERIENCE MODE
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everything you need. IZE LED OG Rex driving light boasts a 108 e 3
powerful, optimized beam with 9400 actual lumens and a range lf,i b=

of over 410... o
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LED
10 36V 141W OLm IP68/69K

Voltage (DC) 10-36 V DC Material housing/chassi Aluminium
Consumption 141 W Material lens Polycarbonate
Functions Amber Pos., Xperience mode, E-approved mode, Warm White pos. Length 246 mm
Consumption specific function White pos. 1W, Amber pos. 1W, X-mode 141W, E-mode 52W Depth 90 mm

Actual lumen 9400 Im Height 133 mm

1lux @ 412 m Height including bracket 155 mm

Color temperature 4500 K IP-class IP68/69K

Beam pattern Optimized beam Operating temperature -40 - +60 °C
Connection Cable E-approved Yes

Cable length 2500 mm ECE approval R10.06, R148, R149
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